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MINUTE !19 - 1971 -2- November 9, 1971 

SHOTGUNS - contd. 

MODEL 1100, 12-20 GAUGE LEFT EAND SHOTGUNS - contd. 

Model 1100, 12 gauge magnum left hand shotguns are in design 
confirmation testing. 

Model 1100, 20 gauge left hand shotguns are scheduled for 
production in December. 

MODEL 870, 20 GA.UGE LIGHTWEIGHT SHOTGUN 
(Introduction 1972) 

' 
Production reported that Marketing field sample and writer's '1~t 
Model 870, 20 gauge lightweight s~ctquns. have been assemb~ed, ~.Y.' .... ~;t.·.· '''h 
gallery tested, and are in final inspection. Production i;s~, ,- · ·;· .. ',., ·,'.~~, B:3 . 

scheduled for December. •' .,".!.°::;$~ \}~) ~~: _.,.):!~~h ·~~~,;:~J'.~\_:;t("' 
The trial and pilot lot of Model 870, 20 gauge,)!ta:;.~M~i,light~~~.gh~F'' .,~t~· ,,., .. 
shot~uns ~as been. completed. Guns are t~., be se,~ .. cted '~ .. gr des\~n i~: 

• 
( confirmation testing. .,.,,.". ,.,... .,., .,~. ~-

,-,~~;';•' )!'., ··;;1~~\~;::;>~~::;~~~ ·q,b ,(!" 

MODEL 870 '.'ALL AMERICANtt :.~ .. ,,?'UG~ TR.2;f_d?UN·.-;:-, ·,:~~~~~~ 
(Introduction 1972) ·~:;:./~~:;·:;:·,~\1 \~ ·::(~:{)F' (('.·< 

Pr~duction rep.~,fi:C:e·~!kth~~., Modei'(~76;(i:~.?::~.;~'fti.erican" Re~eivers and 
Trigger Pl<i;1:~\lfa:re ~~aci:r.--}or N1~ e~i.ng. Completion of Ba.r:rels 
has beep df!!J:·ayed unt-~l. the we~~)" of November 8. Stocks and Fore
ends aii~ re~y_ .. f#:i: NJb. cH~~f':ing. 
1~i~~~:. ..:·~\ 1 ~~~1~r,.~ · '~(~; ~~~~~~,. 

o'•' ~~~~ljlbl~m w~~l have one stud on the back with a recess 
;f~p~,1~·\~·. e~. '\~~~~;~t.t~;:will be flared over inside the Receiver. 

~~r· .,~~~wi;&. be '-.UY'i:!P· ~·-New emblem samples have been ordered for 

in the 
Adhesive 

final 
;;~r ~!'testing. ,, •. 

. ;~~;';:~~;~$~~· ~~: ~~t <:. 
!1.·;·;· ~~k 4' & ·~ reported on the N/C engraving and checkering. Five days 
'.i~, )~ ·•~ .. ;::~·,.;}~'' have been lost on the engraving schedule since September which 
·1~~;, ,~;: may extend the completion cf Receivers past December 6. Sample 
~g~~~~~,d~F Receivers were shown with the left side panel and the rear top 

radius engraved. Also a hand engraved sample was shown for 
comparison. The remaining engraving patterns have been through 
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two cf the three stages of debugging. At the present stage of 
development, one hour is required to engrave a side panel • 
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