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SHOTGUNS 

HODEL 1100 DUCKS UNLIMITED - Contd, 

Production reported that all design transmittals are com
plete except for the emblem. Roll Mark drawings are available 
and rolls will be ordered. 

Economics are being revised due to a late change in Barrel 
specifications for the Trade Gun. Drawings as issued call for 
a 32 inch Barrel, As there are currently no 32 inch Barrels made, 
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to the 34 inch Barrel. The economics will be reviewed in det~~- ·q~ 
at the December meeting along with a trial and pilot sc~dule~~:: ''.;:,'., ':~s. 8:3 . 
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the c~;;::~~~ t ~;~o~~;~e;h~i1Ie~;s c~~~~~ e:d b~~n~~~~,~~. t~ij:. 1:~~i!!~~~~~~- ·:}~~W-· . 
design will be transmitted upon successful c~pleti'~J;i of t1~s~%: 
t es ts • ·:<:ii~~'. \{;c ·~\ '~~,, ~" 
MODEL 870 20 GA. LW LIMITED .;''~~;:::;,';/!'., ''i~i\~;;!1\:~·%, \;b .. 

[ 1981 Introduction) ... ;~:;'·\'~~<;,, ··.:'.::~\ .. A:d'-\ · -~} "\~~~~~~ · 
Produ~tion reviewed t~e·'econ~i~'"shown if(-,_Exhibits 16 and 17, 

·~f~. ~~~~-. ·:·%. ·~;~:~. .].:.~~:~~ 
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. Market:j.n;g~ji:-ep~rted\ that :t~isi~m:~;ei was displayed at the 
Annual sa~~s''°i'Heetin§_, a~d re~il.veli~ a favora'ole response from the 
Field =i\Qrd~:o ~.~ti'GMlaJ6~ip.~i'est was shown by our shooting develop
.IP-~nt ~p··~i~~t,s·~ T~~Y ·~xifn to use the 870 Limited in their school 
-~~~.~1n!!i;ipr11:$rams. M1u•keting emphasized at the Sales Meeting that 

.~~;;~~th:. tb~·~gy~ -~~ n.g~ ready for formal announcement, The Field Force 
AF'' ''\:~~ .. w~~- il:$;~~te~ to delay discussion with the Trade, pending trial 
-~~' '~!Fn4;.p1l~;J1nd management approval, 

:l''''"'!> ~iih. ,.,foo~ 1100 LINK BREAKAGE 

,~~, )~ -,,,;;;:~·,.,:;·~'' Research reported that broken Links from the 1980 Grand 
~l ~t American appear to nave failed 'oy a fatigue mechanism. Fracture 

~g~~~~,'1~~f/ surfaces on ten Links were examined by Du Pont ETL. All showed 
· ,,,. indications of crack initiation by fatigue loading. ETL recommended: 

Redesign of the Link to reduce mechanical stresses; improved machining 
to reduce surface roughness; and/or use of shotpeening or nitriding 

• 

to increase resistance to fatigue crack initiation. Redesign is 
being considered, A full progress report will be prepared for the 
January meeting, 
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