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PSOC:::DORE FOR MEASURJNG FIRJllG P!N INDENT AND TRIGGER PULL 

ON 

BOLT ACTION RIFLES, CEm.'ERFIRE, A.ND SHOTGUNS (?UMPS & A1Jl'OLOADERS) 

-----------------------------------------------------------------------------------------------------

!. METHOD: CRt."SHER HOLDER WITH COpp;'...R CRUSHER C!L!NDER 

A. Equipment Needed (Fig. #I) 

• c~er Crusher Cylinders (une&led) !Hldzt/u.t fzd..&1 V,ad_. .- 1 

• A pedestal mol.l.tlted dial indica.tor, ~ed ill .005" ot an inch. 

• Deburring plate 

• The c~her holder for tbe gauge or c&liber or the firearm. 

• Trigger Pull Sc&le 

• Test Procedure Sbeet 

Fi§, No. I 

:B. Procedure 

I. 

2. 

3. 

'rbro~the chamber ot'..u residue or lubrica.tion. 
Use a._.. and a c:leaning rod tel do this. 

Place tile t1re&r111 into tile gun saddle ~!J.t the safety 
nitcb to tbe • £'.mYtaf;~Jtr',..6h1f/~ 
Take a ccpper crnher and- --~one end on the 
deburring pla.te until a bright copper color appears. When 
this occurs, the eruaher ia cleburred. (Fig.#2) 

Fig No. 2 
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