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To remove the recoil pad from the stock assembly~ Remo1~:·~h;.:f~0@:f@~ii~:~~ij:!:{crews 
using a large ·'Phillips" style screwdriver, pull the recoil pad frd#ffu!!:. st:®W To 
reassemble, align the recoil pad with the recess in the rear of the ~t$@:::M~ install the two 
recoil pad screws. ,,, . ., ''''':\(:'::;,, 

To remove the sling swivel studs from the stock ass{!~~;:~~i!!.:~~~~!i~:~~~;;:.:~unch through 
the cross hole in the stud and tum counterclockw1s&Wto reasseffi@~iJM&'h clochvise until 
the stud mates flush with the counterbore in the s~~~;::1'1:\ign the crossh~le perpendicular to 
the barrel. .,:;:::::::::::::::::::::::::::::::;.,., ... 
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To remove the latch assembly from the stock i!:8.se\11bly -- Slide atruh flat piece of steel 
behveen the stock and leg of the latch springJ\f$~:~hi; bottom side of the stock through to 
the top side. Without the use of a piece of sted';':th¥l,~~~~,:~.m:ing leg will catch on the 
stock_ Use a large diameter punch to push the lat(;l],:J.fff:g(p@:and spring upward and out 
of the stock To reassemble, position th~:•l@~ij'•~p~~~::)fi'''rm:t:§fock, aligning the pivot pin 
with slots in the stock. Use a large diarrte~@ffe4.~'.'!hto snap the pivot pin downward into 
the pockets molded into the stock A,c;:t~vate\fi~::!~~fi#J9,~rsure free movement and proper 
spring return. -:::::::~:~:~:: ··:·::::~::::{}:~::{:' 
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The cycle of operation for the M/716::f41l~W:l'i::the.:&~~fo pattern ofbolt~action rifles To 
fire the firearm, the Integrated S(lf.~ty s:Y'~t&Mm:@$~fmust be in the fire position (red dot 
showing), slide the bolt asset:ft~Mr~r,W,~N,Jeedili'g':a round from the magazine, fully close 
the bolt and rotate handle d.&wnita1;Citiiilil®ntact is made with the receiver, align the 
sights or scope with the in.tMJed target, ·;ii~~iJhe safety to fire (F) position and squeeze 
the trigger. To unload tt-@J'@,'lil,!:~pta!e lhe,~~1i handle upward and pull !he boll assembly 
rearward .. the fired cartridgf "M~faci~Pm.atiMl!y eject from the receiver when the bolt 
reaches the bolt stop :w9;µ n;t"iWii@rnOOhirearm should be stored with the bolt 
assembly open, the IS~ifl~jf:i.~,J9:9:~~d pOSh\on (white dot showing), and the safety in the 
safe position ( s ). ., .. ,-.,.:.•,.:,•,.:.•,.:,',.•.• . .:: -.·.·--:,_ '"'''''''' ,,,,,,,,,,,,,,,,,,., .. 
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~~~:n;J~:~on:J~i~n 
Bolt fails to f~~ .. a ;~Qh~i::9~@M~.9ed (Bolt Over-ride): 
Cause (''~:;·ffit*Wi~~~lle 11ofpifoperly latched into stock 
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Correcrn~~:.:[!.!.:.*'?:J:.µsure proper mating oflatch and magazine box, 
·::. •'zt*~j~§k~vidth of magazine to ensure free movement of follower 

A<ljij'~fwidth of magazine feed lips to .430 inches 
:;:::::::::::::::::::::::::::::::::::::::•:::::::::::::,, 

the chamber when fed (Stem Chamber) 

v. Remington 
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