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To remove the bolt assembly and dean: 
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Point the firearm in a safo direction. 
Put the safety switch in the "S'' position .:::;::: ... 
Do not touch the trigger while moving the i~~itiltw,t!;.~ 
Raise the bolt handle ..... , .. , ... ,., .. , ... , .. , ... 

Rotate bolt stop counter-clockwise to v&~gal positi~J''(':[!if 
Pl1l1 the bolt handle all the way back. .,J!ti{,,,,.,... .,., 
Slide the bolt frotn the firearm. )~:~:~~~?\~~~'.f:~~~:~~~I::~;:::::::::: .. · .. 
Remove the bolt assembly from theJUMrm_··<:::::::@::\;::,,,,. 
Check the chamber to make sure it,,.F'~~1pty. ··:·:·:·:· . 
Rotate bolt plug clockwise 1/8" c;l;f'~'t9mi,lnd remove the firing pin/bolt plug 
assembly. Note When the firing plHfa'f®lb~~dJrom the bolt assembly, the 
bolt head pin can be removed and the ~qJ(:l,i,~~W¥,@::bolt body can be 
separated. .'::':::::::;::;::::::::::y::;::yf::y::::;:;::::;:;:::::::: 

Hold the bolt assembly and tti'f:#.,~i~!)i}.Q!t plug counter clockwise until the firing 
pin assembly can be remoy~-~ frc1ili"'tfi.~!!~@k¥.S.~mbly. 
Caution Clean the firing ~\#fassembly a'f'~''4~W Do not disassemble firing pin 
assembly. ;:j) f,.,:;:· :::. .. 
Clean all parts with gu§@bning!@blventF:Pry with a clean cloth. 
Apply a thin coat of~fofPiL'rnrnr .}t:J: 

'•'-:.:~::::::~:}~~~~~~~:}~t~~:::::.' }~:~:~:?= 

Ta dean the barrel . . ',. ':: ::~~:~;~~~(~~}~:~~~'.~~~~~~\)~'. 

Warning! Check the chamber:::~ij~!i!ffi@:~i.:r,w t~·Af~ke sure there are no cartridges in the firearm. . ......................... .. 

I Use the equipq~~~fprovidect.i'~!~'~pod cleaning kit. For recommendations, see 
your Reming~#,iM~WJ,l,9rized gy:i@hit!i. 

2. Remove the boif~~~~m~!y;, •... •' if 
Select the RR~[:J:;iit c~lib@'@Mt@g brush and attach the brush to the cleaning 
rod. ··::::DI:}iiii'i:::;:,,., .. 

4. Put the i;i.!AAning'bfu®.!~t(:J:Jpe t,'lm cleaning solvent. 
Note Barrel shout~)h hori?:()ntafWWHh the ejection po1i facing down during cleaning. 
Always dean the$i&rel fr6if:{the chamber end to the muzzle. 

s.' Puslftl~.c-lea\~jH~ brush through the barrel several times. 
6. Re1fM1~'!~~j*!~;om rod, attach tip with patch, and push through the bore. 
1. R.:~p~at sevef~~:~!#W~o::!:!sing a new cleaning patch each time. until the patch is 

rlBtrn~ttw:, .. w .••• ,.,,,,\{'/ 

8. Puslf·~:':~!~~:~~~.h saturated with Rem Oil through the barrel. 
9. . ~~J*.,1:!:::!ii:!~~:~cyjiF,~tch through the barrel to remove excess. lubricant. 
I 0. {'''"}~'pplfWtMW86'&fof Rem Oil to the outside of the barrel with a soft clean 

•:::;:::;:::::\ii~!'i'·· 

I I. ··<::;,AW~g'~!~~i.r:g. the barrel, clean the receiver and the trigger assembly. 
W Al\Nfil191'Tbis ftM~Mii should be checked periodically by the Remington Arms 
c8mi#Mf'.'fo~mrn:t::,, 

\.•.~.·.•.:_·.·.:~_·.·.: :_·.·.: ~.·.·.'.:_·.·.'.• .. ·.·.:_.··".:·.·· . )~~~~?? 
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