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Subject to Protective 

Read the 10 Commandments of Safety before 

To remove the bolt assembly and clean: 

1. Point the firearm in a safe direction. :f!:!!.!~i.i:·!:!:i:@f::;::::: .. 
2. Put the safety switch in the "S" positi~fh .... ::::-:-:·::::::::: ..... 
3. Do not touch the trigger while movigij'Jhe safety··:~t¢,W 
4. Raise the bolt handle ,.:::,;:,::·:::: ·· 
5. Rotate bolt stop counter·clockwi~~i'~d"V~fui~~J:P?Sition 
6. Pull the bolt handle all the way t:iaclk. :::::!:}:):}:::::· 
7. Slide the bolt from the firearm ...... ,.,. ··:·:·:·:· · 

8. Remove the bolt assembly frqffi:'~~~·firearm 
9. Check the chamber to make s1.ire:''lfi'\~'~ITTP:tt.. 
1 O. Rotate bolt plug clockwise 1 /8'' of ciJYrff:ijb~@$move the firing pin/bolt 

plug assembly. Note: Wh~l'flh~'Jif:i#i:f'pil'i"'i~Hemoved from the bolt 
assembly, the bolt head plf'\:!ij@:i~Jemoved and the bolt head and 
bolt body can be separ<;)J§ld. · :••:: :t:rn::r:f:?:: ... 

11. Hold the bolt assembly:'~pd turn th1ifb61~¥\ug counter clockwise until 
the firing pin assembl,~{~n b~::b~movffe.~ from the bolt assembly. 
Caution: Clean the f@~g pir($~~emq)Y::J3s a unit. Do not disassemble 
firing pin assembly/]l):::; : .:rnrnr .·::::!'!'!:::'' 

12. Clean al I parts with gtifl!i!#*1iib.111g $.'$!Vent Dry with a clean cloth. 
13. Apply a thin coat of g~m~diil''{;i:':':;rn;::: 

:<~~~~~~~~~~~~~~~~!~I~~~~~~I~:~~~~~~::=:::=: .. 
To clean the barrel: .:-::::::-:" 
Warning! Check the ch.~n)ber and ~~~~tine to make sure there are no 
cartridges in the firear:#:W}!:;:;::::,, :iii· 

1. Use the eguipit\~~~!Pffi?:WA.:~ffifih a good cleaning kit. For 
recomme~~:tjpns, see&@:gWRemington Authorized gunsmith. 

2. Remove tn~f@@k!~§~mblf.'" 
3. Select tt!~ correci¢.~l!ib.:er:cleaning brush and attach the brush to the 

cleani6~:fod. :::: ... ·"'''?ff' 
4. Put tbi!.Cleam\f:\g brush into the gun cleaning solvent. 

Note: Barrel s.:8$\~!,9 l~Y°rorizontally with the ejection port facing down during 
cleaning. Alwayij)i#~~W;the barrel from the chamber end to the muzzle. 

5. PM~.h the de~o\bg::t~rush through the barrel several times. 
6. F.a;ijfij!i~N~J;)rusff'fPd:di: rod, attach tip with patch, and push through the 

boriit\?f::'!!:I:>::::::: .... 
7. ..R~P.f;:l,8!J::~~@~ij,[times, using a new cleaning patch each time, until the 

.. t? .. ipijfoi:Pls#foFdlrty. 
8. ::::=::::(A'¢J:~!8:::~,qlean patch saturated with Rem Oil through the barrel. 
9. P\J'sh!:~:~!$i$:\f:l dry patch through the barrel to remove excess lubricant. 
HJm::':':'':AµpJy ~l"'tk\ff:coat of Rem Oil to the outside of the barrel with a soft 

/:tr'··: :::'dij~fi':t:;.loth. 
!',.:',!.!!11. Afte:r::~i~ning the barrel, clean the receiver and the trigger assembly. 

\.•.~.·,•.:.·.·.•,:.· ... •.:.·.·.•,:.·.·.'.:.·.·.'·'.··,·.: .. ··,'.::... )~~~~?? .. : :: :::~:~:~:: :: ' 
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