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BOLT ASSEMBLY (Before working on any lircfilm. ensure thc .. lircann is ~x;lJ~4~:~td the &afot: i:; in 
tile safe (Sl position.) The M/71 O bolt assemblies arc intended t11.'1mm~Iy intcrcruili~~!i:;, but upon 
replacement of a bolt assembly or bolt head,. the firearm must he'ln~Afi~#.%f%.P.!'OPet·i~~space prior to 
firing. · .............. · · · 

c ~:~~~~~~~~~? . ·. ·.:: :: :'. :: ::~~~~~~Wt~~~Wi~~:: = 

To remove the !Jolt assembl~· from the firearm -- Rot<1tc :t~Mfolt stop counter ct&kwisc a !]\!<Iii.er turn 50 

thm the bolt stop is pointing upward. Slide the bolt assemQ!~W~~h.~'!'!roand out of the firearm To 
rca>semblc. with lhc boll slop in the \Cttical position :,hd~:~ttiit~~Wx.into the receiver. rotate Uic 
bolt stop clockwise until it sn~ps into pl:1ce. J??" ""''''''::::?t??t::;: 

To remove the firing pin a~scmblv from the bolt i(Jm~ij}~::;;;;:RQtate the bolt plug clockwise until the 
firing pin assembly releases rcarn a~d from U1c bolt bod}: :-"'ffifili~'i®'~h*\$._ls rotated counter clockwise such 
that the firing pi11 hcHd falls into the cam cut firmly clamp .th1; .. f!@gJ;l!!N!¢.ii1d. pull the bolt usscmbly 
fo1ward <111d rotate clock\Yi5e alig11i11g the firlng:l'lj'!)''~#!~:W~Mf#~l'i'i'~:l\foch or fnrther until the firing pin 
assembly releases from U1c boll body .. TI1c firig:i~ffiM>,:@~biy should nol be disassembled. if an: 
component of lhc fmng pm assembly is dmnagcd,"repl~.;::::lhi::::l;Jllm:: lirmg pm assembly. To reassemble, 
slide the firing pin asscmblv into the bolt bo4,y,,.;Jlign t1ic't.tm!§*1:i:i;;l~m1d to the left of the cocking notch in 
the bolt bod:, depress and ro(ille 1he boll pl1~'~ffitil the liring.plil'h~il)'.l aligns wHh the cocking no(ch. 

To remove thi: bolt hci1d from the bolt~~~;·_ R1<~::~ the ~~~;:t1ssembly pin from the bolt body. Slidi: 
U1e bolt head fomard from the boll bo~~fo~(µ~e l:#W~cad i~.ffi}.¥ced for any reason, the headspace musl be 
inspected before attempting to fire the fif~i!:!#K:J!~f:ci1sscn$~{inscrt the bolt head into the bolt body 
alig11ing the n>sembly pin hole in the two ot1nlfai@mi~i1Jt~W~'he ejector i" located opposite of the bolt 
lumdlc. lmcrl Ute bolt asscmbl\' pin so .Utat the chl~~:~~~:iliJhc pin will alig.u ~dth the firing pin. 

To rcmo\'c the c.icctoi· from thC::~~!:~~~~::~!i~!faiJ.ye th~,:~jeetor retnining pin Caution: The ejector is 
under spring pressure. prior to r~~'ij&{'ing the ref:ffl~'iiiji:pin ensure the ejector is supported so tht1t it does not 
spring out of the boll head. T q@~~scmblc. insert i@!:@cctor !ipring and ejector into the bolt head, align the 
slot in the ejector with the rct1M!@:m:1),_~olc. Dcp(:~'thc cjccror to the bolt face and inscn the ejector 
ret11ining pin. 

To rcmo\·c the cxtnictoidt@(iji.~)rnlt hdi'~f'ii{gf;noye the eJector per instrnctions above. For non 
magnum boll heads, use a 'Sltilin:@#i~'WJ9J!'Jlatc 1lie e:>..traclor clock wi&e umil the extractor leg is exposed" 
Ornsp the leg with poiu.t&l::plicrs anu:~(ifu!mtC:to rotate until the e:-.1ractor releases from the bolt head. To 
reassemble, insert thi:d@H leg ~{the e'~fHJtit~f'below the bolt shroud and rotate ag;Jinst the dimple. lightly 
pusll lllc left leg l0\1·~f4Jhc ccljj#:Of the boll head \l·Orking 1.he cxlrnclor iulo lite boll shroud. When 
assembled, the cxtt;(@~r cltm(@j'ilild be the only visible pm1ion of the cxirnctor whc:n Yic\Ycd from the 
front. The ex1rac101!::s1l:oo:l.d.liold'a nred case nnnl\ 111 place when poin1ed downward. 
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For m;ignum t;;~[:~~~,:';~~:;::~;.;!l~~ij~~~!~unch to drive the extractor rivet inward to'1-;irds the center of the 
bolt head and re\\ii£i%t)@~~"·µntil iiii'extmc!or leg is ei;posed, grasp with pointed pliers alld continue 
rotating un!il the cxtrad&::'i:~~ij~~Jrom !he bolt head. To reassemble, insert Ute extractor under Ute bolt 
shroud aliJ0:m.!.\.\!!::\h~;:~f.l!~~f.M™~f.@jactor and bolt shroud. Insert. the ex1r.1ctor dimple into the hole from the 
inside m~~\hlfu'4~~~!ppuii'alld'peell ihe rivet from the outside. Test spring pre>sure with <Ul empt} case. 
acljustmi..iii~:~hi;i#,'li,~;!.!..forcc nwy be adjusted by pressing the extractor imvllrd to reduce pressure or pulling 
outward to int\i~i~\f!#i'\~!l;irn~,. The extmctor should hold the case firmly in place when pointed downward. 

~:fQCK ASSE:Nill~f:?JBerore working on any firearm. ensure the firearm is unloaded mid the sa1ety is in 
~fa~i'~arc (S) posi1ion:l?f11c M/710 stock assemblies arc intended 10 be fully in1crclmngcablc. TI1c recoil 
B~~~)K~ is epoxied inf~;;i11e stock and should not be removed. If removed for any reason. prior to 
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