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Subject to Protective 

D. To reinstall non-bolt lock arm. 
• Install the bolt stop release 
• lnstall safety arm, line up the pivot pin.@k~ and 
• Support rear of pin - a model 870 slidl:[~@ffir!KW<Jrks 

purpose. · ..... ••\:1:1::+•••••• 
• Drop the detent ball into position. ·•••••••••••·· ···•·•·•·•·•·•' 
• Set the safety detent spring in posi.#@f;: .. 
• Install the safety snap washer (sq@re•~l~~@ii.twv.er the detent spring and 

on the pivot pin. From the rear t&,jhe deterffsp:f!ijg/µot over the dimples, 
slide the snap washer forward µ;;fog a small flat ifotewdriver Once it is in 
position rotate the snap wash~@M~Nhe dimples. Using the small 
screwdriver seat the washer o~dd@~~ij.~:Qt)he pivot pin. (Place the tip of 
the screwdriver near the pivot pinH.n¢Ji.$MJ]j~p it to seat the snap 
washer. ..::::::1+:1:::::::::<:::/•• ....... 

• Function check the trigg~&~@:m~!X:. 

E. Reassemble stock 
.<·>>>:<· •·•·• 

1. AOL stock assembly: .:.:.:••••••_. •••••••••••••' , ... 
• Make sure magaziP,:~¥~x i~~µgned i,g#~ceiver. 
• Set follower and m~iMi.i.i.~Mfring i@Wmagazine box. 
• Align stock to actioH•@fMk~~rn.fu!@B•t to bind magazine spring between 

stock and maga~iP~ .. ~s~x ....... ••?(:}]/ 
• Align trigger .~@f4:'~#.~:~~tin takeHown screws. 
• Snug takedq#,Wscrew~fo@\~r stock to action. 
• Check bolt#ifease, trigger·jffi~t.ering, and trigger clearance. 
• Tighten frclhfat~k~9wn sq~fy,\hen rear takedown screw, then snug front 

;~~sJt:~~.::::~d\9~%:~{:iJ~ti.B~er tighten screws if stock does not have 

• Recheckli&,Tu#*kil\~.~, trig,"ger centering, and trigger clearance . 
. }>::::· ····::::::::~::::::::::::::::·:·:··· 

2. BDL stocA{@$seml).:\¥; 
• J\N~fi ma&#lne box to bottom of receiver. 
• .Af~im..~~qfal(fo action. 
• -~MFdwriipfo~~ into stock and make sure it aligns with magazine box. 
-: .. ::.With rri:dgai@~J§i:llower and spring entered into magazine box some, place 
:\:••[@@~00. reai<fak'edown screws into floor plate hole. 

• s;;-;Hf{:f:~fu:filaj.rear takedown screws to hold stock to action. 
• ::G!:W~Kmim~#iie box fit to floor plate. 

<::::/ff¢fi&fhalt·i-·elease, trigger centering, and trigger clearance. 
••• \i: iWf!gh1~r.i.front takedown screw first, and then tighten rear takedown screw. 

·Ncit~\~~::t,i.ot over tighten screws in stocks that do not have pillars. 
:::\:': ::fi!psehfoge floor plate and check for ease in operation. 

·•·•·•·•·•·•·•·· ·····•:•:~heck bolt release, trigger centering, and clearance. 

tttf. Perform f,~i@tion test to ensure everything is working properly. 
··:.:<<<·>>:·. .·:.:.:.:.:-:.· 
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