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Bolt Cleaning Procedures: 

.·::::::::::::::::::::·:<<:::::::::::::::::::::::::::::::.. 

Clean firing pin assembly a111£~M~ body \~mrmm:l)r two sprays of Remington Nitro CLP. or 
Rem-Action Cleaner (sold.i@:katcly) along ,:i,~:ti{Nylon Brush. Make sure to clean the bolt face. 
locking lugs and extractor ·'''Wi$~!¥~t.i~,,,.rcsidu.:sU~:ith a soft, clean. lint free cloth. In wann weather: 
apply a thin coat of Ren~Qil to fihrig'j~fo~~§@l.bly. In cold weather (below 32° F.): apply a thin 
coat of Remington NitriG#!till>firing plN~~~~inbly With Nitro CLP. no other lubrication \\ill be 
necessary. When usirig ·Rems@.filfaitRJi:aner: a SMALL amount of Rem-Oil, can be applied to 
firing pin spring. ····· ·················· 

··:<<·:.··· ····:<<·:.· 

Instructions for J:!qlfile-:Wi@bly: 
/:?~:~/.... . }~:}~/ . 

Screw bolt body''b~®.~Mrnijsfiring pin assembly. Align the firing pin head with the SMALL 
notch in the r9l.L9fthc'1%fffo}J'h::fc~lcase the Bolt Disassembly Tool or pull coin from slot if not 
using the BoWP.#~§mnf?ly Totr:~$~e Diagram Below) 

·. ·. :: :: :: :: :::~~~~~~{~)~:\~:~:: :::: :: · .. 

-:::::::::::::::::~:~:~:~~~~~~~~:~~~~~~~~~~~~~~~~:~~~~~~~~~~~~~~~~:~~~~m~~~~:~::· 
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