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Subject to Protective 

.::~:~~m~~~~~~~~~:;~:'.·:::::::::::::::::::::::~~~~~:~~~~~~~~:~:~:~:~:~~~~~:~·· 

The safety provides additional protection against accidental o~'iim~1~nt~$®i dis.charge 
under normal usage when properly engaged and in good working''d~®.faf 

.::::::.:-:-. ··:::::::::::::::::::-.-

To engage the safety, put the switch in the "S" (SAFif~~~~1~9'i'k _See.~t~itl're 3. 
/:\::::· ..... :-:: :<: ~~~~~~\:~~~~~~~~~~~~{:::::: -:-. . . . 

Always put the safety in the "S" position before haµ.:4@g, loadi~g'.'§f:.~~i6ading the 
firearm. ······· · 

-::~~~~~~~~~~~:~~~~~~~~~~~~~~~~:~~~~rn~:~:::::::: .. ·.·. 
When you are ready to fire the fireann, put the,~flty i~>th:~:~~ijjj·i{:[~RE) position to 
disengage the safety. See picture 4. ···· ·········· 

··-:.:.:.:-:-:-:.:·.·.· 
.::::::::::::::::::::::::::::.:·.·. 

WARNING: Do not touch the trigger whii~ riMtj;,g:J~J\S.~fety. 

Never pull the trigger when the safety isjJt~M:M~M:P:MM&k> 

Even when you think the safety is. in thlfl "S'~\foillt~§#):~%~less handling can cause the 
firearm to fire. See Safety Rules on_,Rfilie 2 .. · .. 

. ·.·-:.:.:.:-· . .:-:-:-:.:.:·· 

The bolt assembly houses the firi~f 'BMiM1!m~tr~ptji\g. 
····:·:·:·:·:·:·:·:·:·:·:·· 

TO INSTALL THE BOLTASSEiffiLY :: ~~~~~~~~~:~~: :: :: :: :· ·. ·. ·. :: :: :::: :: ::~~~~m~~~~~~~~~:~~~: :: : . 
1. Point the fireami in a -~~tWdirection. ·:\·!·!·:;:, 
2. Put the safety in the '.f$,WJ&~i~i.()n. ,:)§ 
3. Check to be sure there l'ifti.$.:Jmfo~~aj~fo#ap or percussion cap residue on the nipple 

and there is no ch#~~:i.r..the B&Wd(:J~~b instructions on using the ramrod to check for 
a charge in the barretlj)#i).:.@g~A.- · ······ 

,)}{:· . "<<:::::::~{~~~)~~~}~~~\:\::::· 
WARNING Iftb~tkis a ;;;barge ili.th:Jbarrel, do not attempt to remove it by shooting it 
out if you are un@:t~'wh<J;{Ji~ charge is or if you are unsure if the charge is safe Tnstead, 
remove the cha,rg~\i.~!ngf@ instructions on page 23 . 

.................. 

4. Remove dJ.{: b~j~''~@~iMt.¢-W::from the receiver. See Picture 5. 
5. Slide thi:$~\f@~;s.:~gibly.m'fifthe receiver and align the firing pin head with the slot cut 

in the rear o!'t6¥J~~~bl:~L Also, align the long slot in the bolt body with the hole for 
the b()).t_ggp&srn~flffrn~receiver. See Picture 6. 

6. Scr~~Hh.~:B6ifhl'c;:(f~'ff~w into the receiver until the head of the screw stops firmly 
ag~fo1f~m¥fo:i:t.Ml.J.TI of the counterbore. (The end of the screw will be ins.ide the slot in 
the bolt bou'fl?Pit:r:wit over-tighten. 

7 .S.1~4~:~m:i::b~lt as.s@i'rtb\y fully f01ward into the receiver. 
8,::·iii!~!:~'&'t4~M:),!~ assembly in the closed, ready to fire, position, push the bolt handle 

·:<<·>>>:·. :.:-:.:.:.:.: 
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