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Subject to Protective 

.::~:~~m~~~~~~~~~:;~:'.·:::::::::::::::::::::::~~~~~:~~~~~~~~:~:~:~:~:~~~~~:~·· 

WARNING: Do not attempt to load the firearm until you h~·$M~4 a~4Mnderstand this 
book in it's entirety and all 13 of the conditions listed under "BEFO~i$.bADING 
MAKE SURE:" on Page 15 have been met. 

.................. . ... 

I. Keep the butt of the rifle on a firm stable surface:f:?:~th'ttfaffi@gWpp\µi~d up and away 
fro1n your body. <:::::::::::~ ···<·>: 

2. lfyou choose to use the Remington Wonder W~~;:P!:tce it evenly on the muzzle so it 
plugs the entire bore. Push the Wad into the,:#@'gli:]~~tt4i~tance with a short starter. 

3. Load ONE of the projectiles as follows: '""'""'". ..,.,,,,:,:,:,:,:,:,:,:,:,:,:,:,:,., ... 
···<·>: ''·'<<-:-:-:-:<<·' 

. ··.·. 

• To Load a Saboted Conical, firmly seat t~~:pf:pj~9tjle in the sabot and push the sabot 
and projectile into the bore by hand. See P1cttii:M0): : .. 

-:·:::::::::::::::::::::::::::::::::: .. ·.·.·.·.·.·:·:·:·::::::::::::::::::::·:-:-· 
• To Load a Lubed Conical, push the @:M~~;M$fcij~d@§y hand into the bore. See 

Picture l l. ::::::::)}: :>::::: .. 
. ::::: .. -.· ·.·.:-::::::~:~~~~~~~~~~~~~~~~:~~~~~~~~~:~::::::.:·.·.· 

• To Load a Patched Round Ball,)~£~ lubr,i.~ateJ'pifJ:ij:~venly over the muzzle and push 
a round ball into the center of till\Jfatch@@into Jh~. bore by hand. See Picture l l . 

. /}({ ./{(( .){(( 
4. Use the ball end of a short st~~~~t#t~t~Wthe J#~j~ctile and align it with the bore. 

Push the projectile approximaieijsi#i@h~~jrj~@the bore with the shaft of the short 
starter. .·.·.·.·. ....• . ..... ,,:<::::rm::::·· 

5. Use the ramrod to seat th~'Jii%J~1~:fa11d Remington Wonder Wad ifused), firmly on 
the powder charge. Se,~:mdure i2~ 

:.:-:-:-:.:·· ·.:.:-:-:-:.:.:· 
:::::::::::::·· ·:::::::::::::. 

WARNING: Do not pa~Mij:QuJhe ramro:&M seat the projectile. Black powder and 
PYRODEX are impact se~~iHV:~::~~~::rn':1:¥:j@ite from impact. The impact may also deform 
the projectile, adverse.fafa:t.ff~g!ing a&ik#M' 

6. Be sure the projj$tile i~·;s~&rniji~frthe powder charge so there isn't a gap between the 
powder and tl#:lkojec~i,~~,, To Provide a reference mark for future loadings, mark the 
ramrod at th~:fuiizzle,§~¢e a projectile has been loaded to the proper depth. See 

Picture t3 ,,::,_:::::rn:>:J::::.r· 
··.:-:.:.:.:-:-:-:.:.:.:-:-:-:.:.:·.·. 

~?~ai~ro~e:::jj:~~•:•W:::~~d%¢gi~~:::amrod mark if you change loading components ar alter 

····:::::::::/:~:~:~:}}~:\:::.:·.·. 

7. Rem9y~Jl.l.:~fl.l.mfg4.¥~ffih1e barrel and replace it in the stock under the barre . 
. :::::::::::::::::::::::::::·:-:-:·:·········.·.·.····· 

3. PLAcffNb::tm•,~ PERcuss10N cAP: 

NQ,If&:Qmy)~~e R~Afi~gton, No. I 1 percussion caps. 

Of ~lace a per~M~fon cap on the nipple. 
2,;Jiii~lide the bolti~Mdle forward and push the bolt handle down. 
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