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TLW0300AR- High Pressure Test: 

One rifle will be tested with a handload generating approximately 120,000 psi peak chamber pressure. 

The purpose of this test is to determine the extent of gun damage if any that occurs if an individual does 
•• A. 

purposely or accidentally handload an extremely high pressure load. Use standard Remin~\<;m higK\-pressure 

ammunition safety procedures for these tests. The pressures for the test round will .ba~worke'if~p:.'IJsin~~\'.isi.J'us .. 
. ~ /;~ \~-. ;,,'·, -t_/ ·._ ·~~~- .• ;~r, ... , 

grain size loads giving pressures below 95,000 psi, (approaching the limi~s ~f,~t~ansd~er ~vges:j~~~h;~~~in 
...... ~ .• ·~''l '•·:: ,, 1. 

size load will be plotted and a curve extrapolated to dete~Te the:H?ad e~ected ·\~R rj'pduce a load of 

approximately 120,000-psi. ... ~\~~~; ~)" :)~~~i~;'~k~·:~~~' ;~),b ·~~' -
All testing will be done in the blow-~p .. ~~~o~:;iisin~,~e hl~h-s~~~~video camera and witness paper . 

... r;·~:~:.i~~,...<~::,! ':~·~\.O . . ~;.~f· U · 

Before removing or otherwise disturbing~~e tesf'Mf~s after blqw-up, photographs will be taken for the 
-~f:. 1;~~-. . ... n.~: ~:~:}. .J.:.~~:~~ 

record. After collection and ~~M16'ital 'tj{~ the::parts adg)tio~h:ph6tographs of the various individual components 
~ :-'~~;*.. ·:-.<.: .",-1 .J,~ ~i'i-

will be taken for the reqQl'd>·~~~All .P.:{l!ts ~~ll ~ P..U.AAID sample bags, boxed and temporarily stored for review if 

. req::,f ;!;,~, ~!:llt~""·:~!!j:~r·· "' 'f:!W 

:'?.f.'·'~~'·-~".i1p300AS -)fbs~.ucted Bore Test: 

i~!, .~~ '~~~E{,3f;ihe sample rifles will have a rifle bullet driven into the bore from the breech end to a position 

·\~~'··. iTdiately ahead of the chamber. A standard round (.30-06, 220 gr. factory load) will be loaded and fired 
~~. ~ r~f'"·' 
·•~;,~Mll'iotely. All testing will be done in the blow-up room using the high-speed video camera and witness paper. 

Before removing or otherwise disturbing the test samples after blow-up photographs will be taken for the 

record. After collection and removal of the parts additional photographs of the various individual components 

will be taken for the record. All parts and will put in sample bags. boxed and temporarily stored for review if 

required. 
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