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CONFIDENTIAL 

Remington Arms Company :iJ:M/J:}'::?::::::::::::::::::::::::::::;:::::/ 
RE:SEARCH & DEVELOPMENT TECHNICAL CEN'i:t~::::,_ 

315 WEST RING ROAD ·-::(:)\:::. ,)\/· 
EUZABE;THTOWN, KY 42701 

··.·.·.····.·.·.· 
::::::::::::::::::::::::::::·:-:· .. ·. 

< :: :: :: :::: :: :: :: :: :: :: :: :: :: :: . 

·-:.:·:-:-:.:.:.:-: 

• Parts breakage or other damage as a result of drop testing,g:g~~''Abti:~~~~YlH!~ f~ilure as long as the empty 
.·:·:·:·:-:-:· ····:·:·:·:-:-:·:·:·:.:-:-:·:·:·:-: 

primed case does not fire and the firearm can be unload~i:;i[fe!y after ~i&W&op More stocks or receiver 

inserts may be required than the amount of test b'llllS tcy~if,l,Wfu#l@J),f:~.~age due to the drop testing. If a part 
·:-:-:.:.:·:-· ·>>::::::::::::::::::::::::::::::::::·:· .. 

cracks or breaks- replace before continuing test 

Data required: 

• Record whether or not the firearm fires an empty 

accordance with this procedure. 

• Record round level on the firearm 

.<·:-:-:.:.:· .·.· . 
. ·.··:.:.:.:·· . .:-:-:-:.:.:·· 

:t~I~~~~r /I~I~r· ./~~~@(· 
INTENTIONAL Anusi<:-TLWo3ooAv iitR.o.uG..H TLWisooAx 

. ·-:-:-:::::::{:?~{:}?~\:: .. ·.. }}~{:: 

Note that for all ofthe following test5, tli2Pi/iiii.il.~ifii.to be {Oluled remotefr and the test setup shall 

have the cavahilitv of un.Joading live r~~E#~IDMtdv ;j";~dkired. 
················ 

·.:.:-:-:-:.:.:· 

TLW0300AQ - Pierced Primer Tesij:f: 
For this test, a firing pin :WW b·;'';iiM~~§.J%~~0'~ a "wedge-shaped" point. This type of firing pin point 

... :-:.:.:.:-:-:.:·.·.·. ·-:-:.:.:.:-:-:-:.:.:.:· 

should produce a pierced primef'Wi~¥ffeN4.~,Jhe.'p'tfpose of piercing the primer is to allow high-pressure gases 
·.·.· ··.:.:.:-:-:.:.:.:-:-:-:.:.:.:-:-:-.-. 

from a standard factory roun4i¥cape i~fo't'h~rngtion and thereby determine the effect of high-pressure gases 
.-:-:-:.:.:.:-: .·.·.. ··.:-:.:··· 

when dumped into the bgi~l\nagaj#he box a~d receiver areas. All standard Remington high-pressure 
.·.·.·.·.·.·.·. .·.·.·.·.·.·.· 

ammunition safety proced,~~:WiU:MJ:Lsed for this test A standard round of .30-06 ammunition will be used. 
·.·.··:·:·:·:·:·:·:·:·:·:·:·:·:·:·:.:-: 

After firing the fH}T,_,~frlbW~~tWerd for damage. Photographs of damaged components will be taken 

and kept for record. Th@Bjij~J\HLk.et~gggd and saved for possible future review. 

Method: 
·. ·. :: :: :: :: :::~~~~~~{~)~:\~:~:: :::: :: · .. 

-:::::::::::::::::~:~:~:~~~~~~~~:~~~~~~~~~~~~~~~~:~~~~~~~~~~~~~~~~:~~~~m~~~~~~::· 
• Position firear.aj@i.i.:NiWJackfocated in the "Blow-up" room with the muzzle through the port. 

··.··:::::::::::::::::::::::::::::::::-:· .. 

• Set witness paper at'tfad~~~i9:Hbe action perpendicular to the bore. 
....... ··.·.·.·.·.·.·.·.·.·.·.· 

• LocatewitrP:~~!P~~f~t~re.~6i%ximate location expected for the shooter's face 
·.·.·.·.·.·.·.·.· .··.·.·.·.·.·.·.·.·.·.·.·. 

• Set up tt@]figh Spe~d'''Vt4~o to tape the firing test 
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