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CONFIDENTIAL 

Remington 

TLW0300M- Measure Magazine Spring Force: 

The force produced by the compression of the Maga.#,\~¢ Spring in with the follower attached 

will be measured. These measurements will be taken for i¢:Tuffi%~*QR:Qnly. There is no specification currently 
:-:-:-:-:-:··· ··.·.·.····.·.·.·.·.·.·.·.·.·.·.-. 

·:-:-:-:-:·:-· ·>>::::::::::::::::::::::::::::::::::·:· .. 
defined for this characteristic. 

Method: 
.:::::::::::::::::::::::::::::::-:-.. 

• Use the Chatillion TCD200 Spring Testing Machi~X'Q.if:~!i~h¢.J~J1atillion Digital Force Gauge (0-10 lb. 

) U th d. b (1 ! " d' ) th . ,·,·.·.·.·.·:·:·:·::::::::::-:-:·:::::·:-:-· 
range. se e 1sc pro e 12 ia. on e ga~¥%:f:::::f:}::r:::}:' 

• Place the magazine box, bottom side down, ontfut~~~~~:Jftble 

• Zero force gauge with no load applied . 

• Lower the gauge until it just touches the mi~1%.zin~::tk,Howe~)• a.:pproximately in the middle location both side 

to side and front to rear. 

• Zero force gauge again if necessary. 
··.·-:-:-:-:-:-:-:-:-:-:.:-:-:-:-:-:-:··· 

• Lower the gauge 0.200" and take th~,:~'m@~f\:WS~ ~giMtitg'ments 

• Lower the gauge another l .O" 
:-::::::::::::::::::::::::::::::: .. 

·-:-:-:-:-:-:-:· 

• Take the force measurement at ~~M:~~pressed loc*~~9,\i of the spring. 
·.·-:-:-:-:-:-:-:-:-:.:-:-:-:-:-:·:·.·. -:-:-:-:-:-:-: 

• Repeat procedure two additioi:ial t;rn!¥f'~t::~~~~,im¥ 
:-:-:-:·.·. ··.·-:-:-:·:-:-:.:-:-:-:-:-:-:-:-:-: 

• Average the 3 trials for eachb@~.i~fo:l::i:\:l:,.~a~hrlfJ~~urement location. 

Data Required: 
:: :: :: :: :: :: :~ ... -:-: :::: :: :: :: :: 

• Force Measurements tak,~@¢~ ea~~j'rial per b~x at each of the measurement locations . 
.. :::::::::::: :::::::::::::· 

• The Average Force m~~~fu:m~@:per box. 

• The serial number ofJhe ChatlmP:#@igi.tal Force Gauge used for the procedure. 

·.·.·.·.·.·.·.·.·.·.·.·.·.·.·.·.·.·. 

TLW0300N - Measure Firi~g'lfoirnfi~ad I Sear l!:ngagement: 
..... ·.·.·.-:-:-:-:.:-:-:-:-:-:-:-:-:-:-:-:-:-:-:-:-:.:-:-:-:-:-:-:-· 

The vertiGJ:f;~lkfil@f§fih~:>~ontact between the firing pin head and sear will be measured. The 
··:.:-:-:-:-:·:-:-:.:-:-:-:-:-:-:·: .. 

minimum vertical ~~g[g@*~J\'!:&~ . 049". 
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