
Subject to Protective 

700 Armorers School 

Objective: Train Sniper/ Armorers proper repair, 
in class and at the range 

Class Outline: 
Repairs should include trigger guard repaj#f#Plll''ment, stock inspection, proper 

feed, proper ejection, proper extraction, firing p.j:~::J~:~:P@f\:&:V~:Ji;jgger inspection and 
repair, trigger adiustments or replacements (_40:X;~trlggerJ>SitfJt*/~fteck, sear engagen1ent 
barrel/ chamber inspection, bolt stop repair/r~p)~6ement, and ri\i6%ct extractor 
installation. ······· 

1\1aintains should include proper ba1TCC2f&$#ijj~:~~~4Jnaintains, trigger cleaning, 
cleaning products used, tools/rods to use, outside fiDf@#~ili!@:>ck maintains 

Accuracy enhancements should i~¢!(i@l!iq($\'l\'i]~~\%2fion/corrections (to be made 
by gunsmith), Proper bedding of the stdiilfo.~AAJ;iase/ring installation, and possibly 
installation of the 40X trigger. ··.··.··.··.··.··.··.··.··. 

Cycle of operation: 
Detailed explanation 

barrel lengths and designs, and 
varialion and atlect on accuracy. 

v. Remington 

mechanical advantage of 
of the 700 action. Ammunition 
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