
Subject to Protective 

What is the fonction of the gas Cylinder Collar? 
A. Help to keep the fore-end light. 
B Control the a1nount of gas con1ing out 
C. To retain the gas cylinder spring. 
D. Keeps the magazine cap tight 

2. To remove the operating handle on an 11-~~il~~u should: 
A Grip handle bet';..een thumb and !'4t¢\i*il~tim<:I pull out of bolt. 
B Ease action forward slowly and.ij~pres~ lhlid~!\t~h~U latch to allow the 

bolt out of the action, then youdil pull the hi&ti"i ~way from the bolt. 
C Grip the handle between thu1J'ifr•~c11qforefinger lift up slightly then pull 

away from bolt. ··· . /. 
D. Depress the left shell latch until the.~6\l('ifo!foNieeve moves foreword and 

stops on the operating haw:f\!l~~~!lM#§~;llii:$ved 

3. The gas cylinder spring is used d~&\\Ji\2~7~bQtb'llns except 
A. 11-87 Premier Deer ·· ·.·.·.·.·.·.·.·.·.·.·.·.·.·.·.·.·.·. 

B. 11-87 14" Police 
C. 11-87 Turkey / ? 
D. None of the abovli/> 

.::::::::::::::::::::::::>::-:::::::::::::· i::::::::::::· 
................... . .... 

4. lfthe operating handle on th~H@~7'1tllm\Wkeeps falling out what part/s need/s 
to be replaced? (This i>.•a•"'l!m1mefddi~!{.ihe replacement) 

A Operati~g h~~ij)~ilillJ@'i~~µ, detent spring, breach bolt retune spring, 
retaining rm!Wretaining Ni#~nct slide buffer. 

5. 

6. 

B. Action baf\iisembly . . t 
C. Operatin@~@ij)~ 4,tent b~!Mi!etent spring, operating handle retainer 

plunger,. ····•·••:::•::••••···· J .. :.· 
D. This ?h%W!lpply bedo\1.#~Y a Remington Authorized Repair center. 

uu.,u~~,.,···i!·•··•:;;~:•ii\;g~~.:"i~c~· time the operating handle is moved to the rear 

cb\lid be causing this? 
is out of adjustment 

is out of adjust1nent 
and there is nothing wrong. 

is releasing the shell before the bolt is completely 

barrel seal requires the barrel seal to seat in which of the 

small recessed grove in the 1nagazine tube. 
the piston seal assembly 

>niilf~i(ainst the action bar sleeve 
above 

v. Remington 
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7 What pai1/s are needed to replace the ejector on the 1 

8. When reinserting the bolt, and action bar which 
latchls is/ai·e depressed? w 

A. First depress left latch and then rig!)!}? 
B. Lift the back of the action bar into:!M:faeceiver and 
C. Stick the bolt about 1 inch into th~'tlMMiiitthen slide action bar 

sleeve over the magazine tube .~ij:.~hde iihli¥ifo~m:fer the bolt Now 
depress the left latch and if& action bar ~~i~~bly and bolt into the 
receiver 

D The action bar assembly shc,i1ltli 

owners manuaL 

10. Explain 

Subject to Protective v. Remington 
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Subject to Protective 

I. Whal is the function of the gas Cylinder Collar? 
a. Help to keep the fore-end tight. 
b. Control the amount of gas coming out 
c. :nn:~itm »1~!1l11:m1(l)m: ~l!t!lt.i?: 
d. Keeps the magazine cap tight 

.·:.·:.·:.· 

2. To remove the operating handle on an l !f~~~g~~~9H)d 

3. 

Ii·:: ~mo: 1mt41~:ti;:i~~1:11 :t:l)11wu J1tlt!M!W1llmlil!m11!)!I! 110J: 9" m1m 
b. Ease action forward slowly and depress the right ii4ell latch to allow the 

bolt out of the action, then yqtf'~~iu)ull the handle away from the bolt. 
c. Grip the handle between thumb aMftj!Mlrger lift up slightly then pull 

aw av from bolt. ···•\•:•:•:•:•:\ ... 
d. Depress the left shell latc\Jc.ml!i!!AAM@!l~~Hileeve moves foreword and 

stops on the operating h~hl!\~!!J#ffl:ait be removed. 

a. 
b. 
e. 

··:·::::::::::::::::::::::::::::::-:::::::. ... 

m<'~'''''n all 1 l'M ~~~!wns except 

4. If the operating 
to be replaced? 

keeps falling out what part/s need/s 
replacement) 

a. Operating 

b, ~\!Cl<!i( 
c. Operating 

plung~ff \ · .,.,,.,,,) ii Y 

spring, breach bolt retune spring, 
slide buffer. 

spring, operating handle retainer 

d. This .sBdfr!W~tB~.~one a Remington Authorized Repair center. 

5. When unlq~i·hg t~i; ~;~;~~J.@~~h time the operating handle is moved to the rear 
the bolt 16Ws opi;~f)ilhat could be causing this? 

6. 

$!)¥;;~rrii#:felease is out of adjustment 

ch is C?~!.?;~~?).~~~1~~p;\.""".'""' 
.. ~tJWreiis;nO.Oing;wrC.Clg. 

r iMh is releasing the shell before the bolt is completely 

barrel seal requires the barrel seal to seat in 'vhich of the 

11 :.:m~~eu !ltl\\!~:1v:U(<! :.H~:iull¢:<vll~. 
st the piston seal assembly 

agtiinst the action bar sleeve 
of the above 

v. Remington 
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Subject to Protective 

Employee Technical Test 1187 . 

::::::~:::~:::~:::~:::n::::::::::::::::::::~:::~:::~:::~::::::::::::::::::r·· 

7. Whal partis are needed to replace the ejector on the 11:~9~ U 
:tllc:lJ ~llY!r:l~ :11a;.;t lltl:lle: l:la 1-l'Al !!W:lltl)tf: iii: un:Wtii!C m.m:~ ~Pn<~1J ........... . ....... . 

8 ~:r~~~s~~~~~:~i~~!~:e~~lt, and action bar as0i~l~~~~~!~jj~j~~~ceiver which 

a. First depress left latch and then rigb\H. ·•·· 
b. ~n:mi ""t;l5:~i:t'*! ~rn~11 :i:ixr: »ti!di~mi!);~t: m« ttM!tt$!>: me:(llllll 

c. ~~the bolt about I inch t~~~ece1::;~~~~~l(~~ the action bar sleeve 
under the bolt Now depress the 

d 
':;fJ~'~W!~;;;; bolt into the receiver. 

111 by the consun1er 

9 Explain the how to field strip 

/:::·:::·:: 

I 0. Explain what a "Pressure-J~Mpen#\¢<l" baef\'} is. 

x :~a:.:re1: tWlt &;;ornpoosN:Cs r11~~l:~t~~tt :pr~~~~e:or:mweriOI: s11eu lflii§tlls:~ 
~Qll~toij Iii Qt~ itl·:~S§ :~M IJ(t)! Ut: titi:;~:lfliUff~:~ liC»l :co:MAYltMlt ll !<!6HSt3HC 

~m~~r~~t31U41l :iltt!M6l!~ ~•~•1~~~~:~!1~u:rn ~m: 

v. Remington 

MAE00016798 


