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, "7''.J CLEAN THE RECE1VER AND TRIGGER ASSEMBLY 

J, 
TO CLEAN THE RECEIVER AND TRtGGER ASSEMBLY 

1 . f'tlt safety ~itch to "S'" pos itlon. 

2. Remove the bol~ a~sembly. See Instruction$ on f'a91t 5. 

3. T1,1m the rifle upside down. 

II. Remove the screws from the trigger guard. See Picture 10. 

5. Lift the stock away from ttie receiver and trlggef aS!lemb· 
ly. 

MODELS WITHOUT A FLOOR PLATE: 
Remove the magazine spring and lollower from the receivef. 

i~OTE.:,~:9~~·-the, recelvef and trigger· assembly as ~ unit 
/~ith Rem . Oll. , 

~ -..,.--·-·"•\'.:!• - . • • ·--~:·'.· ... ·:'-,~ 
6; ·. Sprav ·the re<:eiver and . ttie .fout: points of ·the .ttioget assem~ 
1' 'f'blf with"'Rem1m . Oil {;ee,· Picture) 1), - Let·'~t;nd''ro1-:',~~· 

~minu·u!s:·Spray "agaln to' wash off cornpo!'leots. Snake off 
~ e~cess l<Jbricant. .,; 

~~ 
SCREWS 

SPRAY THE 4 POINTS WITH, 
~EM tmou .. · ; · 
<:>.<.~-~·<··: . .. _: ,: 
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