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M!NU't'E ~2 - 1972 -1- Japuary 21. 1972 

FIP.EAR."IS 

WOOD PRESS FORMING 

MODEL 870, 12-16-20 GAUGE FORE-ENDS 

R & D reported that a construction project is now being circulated 
for approval to obtain funds for the fabrication of auxiliary 
equipment required for processing carved Fore-end blanks to the 
accuracies required for a press form process. current scheduling 
indicates that facilities capable of producing approximately one- ·' 
half of the total volume of Model 870 press formed Fore-ends should 'd~. 

be ready for trial production use in April, 1972. . ~~z~k:.-., ;~~~s. B:J . 

Facilities for producing full volume of Model 870 pre:Jli ;~rrned... :·,,._ ·,~; .. ;~(;, 
Fore-ends are scheduled for completion in Septe~i;j~i'i972,;;\ :~ ... 4''~~~\ ·;~•~!'.~~--

--:~.~ :;- ,<' ~=~ '~~~ •..!':~ -:;;:· ro .:(.,~.. ~·'' 

In the meantime, additional modifications andt9:°efi~~nts ~e ·}~. '" ,. 
being made to both of the Mode~ 870_,Fo:i;i~~~pd ·~~esses'-1·~~d th~\,r""' 
associated tooling for product~;~i~,oy.tSe. '::;~ti~;(!!>~~~l~~~~. \;~~ 

MODEL 742-76D CENTER -~1trM;~i!iFL~;i·~@dt~'-\ '{;, 
-·X~ -~~~~I )}.._ :::.'.:. ·:1;1;' ".:,~'< • 

Production r~~qr~~~ tk~t sampi,~s·;9~~~;r~~'s formed Model 742-760 
Stocks w~,105l~'ffe:.riew~~ w'f~h Maz:~tiiilf: Suggested refinements to 
the cf;~c~ing.&av(~'.bee~~ <;:g~leted. Non-uniform heat distribution 

.,-~as fOJ.1\~d ~~~~~ti'~ prO;"'till!l~~~f~ an~ has been corr7c~eO.. It still 
·1~l,~?~ars.;:po~~1ble to !?~ate the dies and start l11'.11ted. press form 

·~~f~;~;;~~t''~;\~~~u~~~!~~:~~iie~~'.i~t~~~~h~n January • Full productl.on will be 

.:~t'~r;~,~~- '~k m ·:+,. SHOTGUNS 
)~~ ~~ J ~ -·0~-= 

j~~~;,, J~f ''~-'.~;;·.-;)ye· MODEL 1100, 20 GAUGE LIGHTWEIGHT SHOTGUN 

~-:. ~ ,,~;;,;• 
-~~~:f~=~·~r'·'' 

• 

Production reported that each of the 
lightweight shotguns being endurance 
been fired more than 10,000 rounds. 
agreed to return these guns to Ilion 
in R & D, 

three Model 1100, 20 gauge 
tested at Bridgeport have 
R & D and Production have 
and complete the testing 
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