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B. (CON'T) 

I2. After you b.&ve recorded tile trigger pull, cpen the 
actiOD and remcve the crwsl::ler holder. 

I3. Remove ~'Ile cClJPer crusher !rom the bolder ad. place it 
1~ ,,,u.r') J (a.bczs4C"·d ddili)~ onto the pl&ttorm o'!' the dial indicator. 

I Lover the stylua into tile firil,lg pin indent . Gently move 

I4. 

the cruaher a:round. until the stylus point locates the 
deepest point ot the indent. The deepest point of the 
ind.ent is the hishest 111llllber tb&t the dl.11 um stops at. 
(Figs. In a. I2) 

Fig. No. II 

ID figure I2, the firing pin indent measures .OI3". (the 
d.ial is graduated in .0005") Put this measurement on the 
fest Proc•d et under Fi.ring Pin Indent. This is the 
first ing pin indent measurements to be 
meas • It a double barrel, you need to take ~ 
tiring pin indents &nd ~triaer pulls per ba!!'l!'r 

Repe&t steps 3 thru ~e times. (It the :f'irear.n 
is s double barrel, ~barrel ls lll4!&Sured, repeat 

. , the same procedures on the second b&rrel.. ) • Whe:c. rJ.l. 
of the measuring 111 completed, the Test Procedure Sheet 
should look like this: 
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