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PROCEDtmE FOR MFASURING FIR:mG PIN mm:N'? Alm 'm!GGER POLL 

ON 

RMIBE 1UFaS (PUMPS , At1rOLOADERS, & BOLT AC'l'!ONS) 

-----------------~----------------·------·-----------------------------------------------------------~ 

I. MEn!OD: RIMFIRE rmnm PIN nrnm CRUS!m\ AND HOLDER 

c: 

'- -. 

A. Equipment Needed. (Fig. #I) 

• R~i.re Copper Crusher Cyl.ind.ers {anne&l.ed) 
--,. 

• A pedestal mounted dial indicator, gr&duated iD J'l'O';" of an inch. 

• Debunizlg Pl&te 

• R:iJDf'ire crusher holder 

• A small. ril.e 

• Trigger Pul.l Sea.le 

• .22 Cal.iber cleaziillg rod 

• Teat Proce&u-e Sheet 

ris. No. I 

::s. Procedure 

I. 

2. 

Thro~clean the chamber of all residue or l11bric&tion. 
Use a~ p&tch and a cleaning rod to do this. 

Place the fires.rm into the glJll a~ and put tile Sa.f!!ty 
RWitcb t~ the "ON" position. ~Jllid~'- ftlr '1lle Bolt 
~-' 
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