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- Inspection Report
Parl Name: _[side plates T 1 I i |
Drawing Num: | C-300333 & 2E-300327 NOTE- Dimension identifiers will be prowie ints supplied by engineering & the CAD group
TLW Number: |1383 SRR |
Revision Level: INSTRUCTIONS: 7,
Vendor- 1. STAMP ALL PARTS WITH AN 1D, NUMBﬁ AND CEANGE 1.D. AT TOP OF PAGE CORRESPONDINGLY.
Requistion #: 2. TAG PARTS ONLY IF STAMPING I$:480T, PESSHLE,
Malerial: 3. ENTER FEATURE DESCRIPTIONS YWHEN POSSIBLE_ (OPTIONALY
Hardness: 4. WHEN COMPLETE, RETURN ALL PARTS TO ENGI ﬁﬁ lﬁ fQRIG.NAL SHIPPING CARTON (IF POSSIBLE) AND DRAWING WITH \DENTIFIERS.
Metallurgist: e TR -
Engineer, - |Mike Keenay INSPECTOR NQOTES:
Inspected by: {Stave Wade
Date: 1/29/03
Roviewed by.
Date;
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i AVG |STDEV| Method

identifier | feature description DIM | plus | minus | A41| A42

. ( medal side ) 0.1260 | 0.0005 [ 0.0005 | 0.1260 | 0.1265 0.126 0.0002 PIN
1.D. ( plastic side ) 0.1220 0.0015 | 0.0015 | 0.1235 [ 0.1235 0.123 0.0003 PIN
1.D._{ through both hales ) 0.1280 0.0000 | 0.0040 | 0.1235] 0.1235 0.123 0.0003 PIN
1.0. (medal sida ) 0.1266 | 0.0005 | 0.0005 | 0.1260 | 0.1260 0.126 0.0002 PIN
| L.D. ( plastic sids ) 0.1220 00015 | 0.0015 [ 0.12365 | 0.1230 0123 0.0003 PIN
1.D._( through bath holes ) 0.1260 0.0000 | 0.0040 | 0.1235 0,1230 0.123 0.0003 PIN
L.D. { medal sids ) 0.126 0.0005 | 0.0005 | 0.1258 | 0.1265 01 0.0003 PN
1.D. (plastic side ) 0.1220 0.0015 | 0.0015 | 0.1245 ] 0.1240 0.124 0.0004 PIN
1.D. (through both holes ) 0.126 0.0000 | 0.0040 | 0.12451 0.1240 0.124 0.0004 PIN
0.0. 1.043 0.005 0.005 | 1.0425 [ 1,0425 1.043 0.0000 CAL
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